
EPISTAMP™  APPARATUS

Practitioners Guide



OVERVIEW

The Epistamp is a practitioner's dream! 

Created from years of industry knowledge,  

the Epistamp is seamless to operate and 

painless for your clients. Triple your 

projected profit margin with confidence by 

giving your clients the treatment and results 

they desire. Inside these pages you will learn 

why the power of microcrystalline coated 

needles set the Epistamp platform apart 

from any micro needling device on the 

market.

Within as little as one treatment watch 

acne scars disappear, pore size shrink, 

and the natural skin metabolizing process 

taking effect. In addition, introduce 

brightening and revitalizing effects to the 

skin through the channels created by 

microcrystal coated needles by adding 

individualized serums, vitamins, or stem 

cells for a customized treatment.



RADIO FREQUENCY (RF) TECHNOLOGY BREAKS 
THROUGH THE MONOTONY OF TRADITIONAL 

MICRONEEDLING

8 INCH TOUCH SCREEN 
INTERFACE

LED POWER BUTTON EPISTAMPER HOLDER

EPISTAMPER

EPISTAMPER
Adjust the needle depth, suction, and energy 

according to different degrees of adaptation 

and skin issues .

LED POWER BUTTON
Power button lights up when the Epistamp 

system is switched on.

TOUCH SCREEN
8 Inch Touch screen interface makes 

operation easy and seamless. With just a 

gentle touch you will be able to adjust the 

system parameters.

EPISTAMPER HOLDER
Securely fasten your epistamper in the 

holder when not in use.



CUSTOMIZED TREATMENT PARAMETERS TARGETS 
WRINKLES, ACNE SCARS, STRETCH MARKS, AND QUICKLY 

REPAIRS SKIN TO A YOUNGER- HEALTHIER STATE.

COLD HAMMER

COLD HAMMER
Reduce metabolic rate, reduce skin redness, 

swelling, pain, improves pore size, smooths 

wrinkles and crow's feet.

AIR VENT
Prevents Epistamp from overheating. Keep 

Epistamp in an open area to prevent 

overheating.

COLD HAMMER HOLDER
Securely fasten your epistamper in the 

holder when not in use.

FRONT OF EPISTAMP

AIR VENT COLD HAMMER HOLDER



DOUBLES THE EFFECTIVENESS OF ANY PROFESSIONAL 
TREATMENT MAKING THE SIGNIFICANT EFFECTS LASTS FOR 

YEARS AFTER A COURSE OF TREATMENT 

POWER CORD JACK 
5ft long power cord 

POWER SWITCH
Red light indicates power is on and you 

power cord is connected. 

COLD HAMMER JACK
Line up prongs on your cold hammer and 

push to tightly fit. 

COLD HAMMER JACK 

POWER CORD JACK

EPISTAMPER JACK 

POWER SWITCH



The Mechanical stimulation of the microcrystalline coated 

needles combined with the biological effects and thermal 

stimulation of radio frequency, stimulate the skin's 

self-healing system, promotes metabolism, improve micro 

circulation, and activates collagen.

Large head 
(64 Size): body

Medium head (25 
size): face

Small head 
(10 Size): dead angle 

Epistamp needle body has zero energy and 

because of this feature there will be no burn to the 

surface of the skin.

MICRONEEDLES
Disposable Aspiration Needles

4 Needle options are insulated and omit 0.3-0.5mm of 
(RF) energy through the tip of the needle.

Lift & Tightening



INTERFACE
Epistamp Touch screen Interface

EPISTAMPER COLD HAMMER 
TOUCH EITHER TO BEGIN

HOME SCREEN 
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The touch screen interface allows for 

you to select different treatment areas, 

speeds, depths, times,  and suction with 

precision and ease. 

Select  face then operate on parts of 

the face by touching the screen for your 

selected treatment area. 

Manual: Epistamper can be controlled 

by manually pressing the button on the 

epistamper hand piece when needed. 

Start / Stop: Controls the operation of 

the Epistamper 

Select body or face.

With this function the Epistamper will 

release continuous movement that will 

be controlled with the speed based on 

your level of comfort and swiftness.

AUTO

Counter of the epistamp injection 

during a single operation

TIMES 

Allows you to increase or decrease 

mode functions

UP/DOWN ARROW

Time, Depth, Speed, Suction, Radio 

Frequency (RF) Energy (E)

MODE FUNCTIONS



Select the speed of the Epistamper auto 

movement up to 0.4 seconds of speed 

to you comfortability and that of your 

client. 

SPEED

Suction partly separates the layers, 

holds the skin taut, and adds another 

level or precision and safety.

Radio Frequency (RF) Energy (E): The 

insulated needle emits 0.3-0.5 mm with 

energy. Select desired (RF) (E) according 

to the *treatment parameters, 

profession assessment, and 

comfortability of client. 

SUCTION

Select time base on treatment. 

Maximum allowed time is 60 minutes 

per treatment. Average treatment time 

is 30 minutes. 

TIME

Depth of 0.5 - 2.0 can be reached 

depending on area. *You won't be able 

select beyond certain depth for certain 

areas as a safety feature.

*Please see the treatment parameters 

page

DEPTH

Controls the operation of the 

Epistamper operation

START / STOP



Epistamp’s body treatment interface should be used to treat the body only.

Microcrystalline coated needles depth allows for deeper penetration and are not to be used on the face for safety.

Please review treatment parameters.

BODY 
INTERFACE

NEEDLE USE

• Disinfect with microcrystalline needles saline solution before use. 

• Remove the individually wrapped disposable needle  and place in small container. 

• Fill container partially covering the needle approximately 50 percent.  

• The needle saline solution should not be higher than the needle. 

• Ensure that the needles are completely dry before locking the needle into the Epistamp hand piece to prevent damage to the 

unit.

Needle Prep

You will notice that our microcrystalline disposable needles are securely retracted inside of the cartridge for your protection and 

safety. To securely lock and unlock needles line up the disposable needle tabs located at the bottom of the needle cartridge unit 

inside the missing gap on the Epistamp  hand piece. Once fitted push down slightly while gently twisting the top of the needle 

cartridge to the right with one smooth motion. 

To unlock simply push down slightly  while holding the top of needle cartridge and turn slightly to the left.

Although needles are safely stored in a secure cartridge, they should be properly dispose of. 

Step 1: Place all needles and other sharps in a sharps disposal container immediately after they have been used. ...

Step 2: Dispose of used sharps disposal containers according to your community guidelines.

Locking & Unlocking Needle

Needle Disposal 

The FDA recommends a two-step process for properly disposing of used 
needles and other sharps.



Place Epistamper firmly against 

skin until you feel the suction then 

lift up slightly. Hold skin firmly in 

Epistamper not losing a hold of the 

skin. Press button on epistamper 

hand piece to release needles.

The Microcrystal coating protects 

the surface of the skin from being  

damaged. There will be no hyper 

pigmentation, adverse reaction, 

minor pain or

irritation to client.

The radio frequency energy emitted 

by the crystallized  tip of the 

microneedles selectively destroys 

the hair follicle, sebaceous and 

apocrine glands, inhibits 

inflammation and activates its own 

anti-inflammatory repair system

MICRONEEDLE MECHANISM 

The needles will automatically 

retract back in, and the suction will 

release the skin. 

The penetration of the crystallite 

needles opens a fast absorption 

channel for serums to enter the 

skin.

These insulated microcrystal 

needles are specially designed to 

avoid damaging the skin. No 

thermal damage  is done the 

epidermal tissue, only mild redness 

that resembles a  *Straberi. 



Set timer from 10- 60 minutes. Then hit 

start when ready.

TIMER

Yellow indicates the level of cooling. 

Increase for higher cooling intensity.

METER

Controls the operation of the colds hammer 

when in use. 

PAUSE/START
Manufactures operation. 

SETTINGS

COLD HAMMER 

As we all know, low temperatures in refrigerators can preserve 

food! The effect of low temperature on treatment and 

cosmetology is neglected and unfamiliar by many people. In 2500 

B.C., the Egyptians knew that the ice was placed directly on the 

wound to reduce the pain and swelling. It can be called the 

ancestor of cryotherapy. In short, a method of treatment using a 

temperature lower than the temperature of the body surface, we 

call “cryotherapy”.

There are many ways to achieve this, both traditional and 

technological. Such as ice, ice water, dry ice, icepack, LN2, liquid 

air and our cold hammer technology.

1. Release ice like power by the physiological cooling principle of 1°C-5°C

2. Contraction of blood vessels, resulting in tightening of the capillaries, greatly improving the size of the pores.

3. Strengthens collagen fibers to tighten, smooths wrinkles and crow's feet

4. Reduce vasoconstriction, broken capillaries, and varicose veins

5. Improve metabolic rate, minimize pore size, redness, swelling, pain, and inflammation especially those of sensitive skin types.

COLD HAMMER 



TREATMENT PROTOCOL 

STRABERI FACIAL

STRABERI FACIAL

*SKIN REJUVENATION USE RADIO FREQUENCY(RF) 60E

TREATMENT PARAMETERS

Epistamp Treatment Protocol

1. Clean skin thoroughly with Continuous Glow Cleanser followed by our Treatment Booster

2. Apply professional numbing cream to the area to be treated and cover with plastic wrap to improve    

     effect of aesthetic.(About 15 Minutes)

3. Select needle type depending on area to be treated. Select treatment time based on professional  

     assessment. Generally 15 to 20 minutes to complete a full treatment. Keep in mind to more passes   

     will lengthen the clients healing time. 1 - 2 Passes is recommended in basket weave form.

4. Depending on the depth and RF selection healing time takes 90 minutes. Redness, slight swelling, and   

     inflammation may last up to 24 hours.

5. Cool the treated area with the Cold Hammer for 15-20 depending on the inflammatory response and  

     your professional assessment.

6. Cleans skin with our pre/post Treatment Booster.

7. Apply Protect Your Glow SPF moisturiser

8. Provide client with post care kit and follow up instructions.

Forehead Face
Treatment 

Area Periocular Chin Nose Neck
Acne 

Pit Scar Body

Depth 05. -
1.0mm

1.0 -
1.5mm

0.5 -
1.0mm

0.5 -
1.2mm

0.5 -
1.0mm

1.0 -
1.5mm

1.0 -
2.0 mm

1.0 -
2.0mm

1.0 -
3.0mm

Speed
0.2-0.3 0.2-03 0.2-0.3 0.2-0.3 0.2-03 0.2-0.3 0.2-0.3 0.2-0.3 0.2-0.3

Suction 1-2 1-2 1-2 1-2 1-2 1-2 1-2 1-2 0-1

*Radio
Frequency

60 - 110E 60 - 100E 60 - 100E 60 - 100E 60 - 100E 60 - 100E 80 - 130E 80 - 130E 80 - 130E



Technical 
Specifications :

Guarantee :

Address :

Output frequency 2-4M

Output power 10-200W

Input voltage AC 110V~220V~50Hz/60Hz

Aviation box carton specification
CM 53X41X41 14KG

Base carton specification
CM 44X36X85 13 KG

*All Rights Reserved

Parts Free warranty for half a year 

Host Free warranty for one year

470 7th Avenue,  NY 10018

Contact :
Submit all matters  through your 

conversation  from your professional 

dashboard portal. 


